R ~,
& RoHSHE A SR
CONFORM TO RoHS INSTRUCTIONS

= 028
o 20 +£0.5 49 +£1 .
e - 23 40.1 B2 /WIRING DIAGRAM
S |
| I N | AN g A+
g |_ A | Ay RED
‘ ()
8 —T1 @ — T H
S o WA
| N BLUE
- [] Va Fan
[ Y | Y
2.4 - 4M2.5 X 1 - N
Deep 3.5 1 45 [
A o GREEN BLACK
=- £K:300+10 —
+l
T DBOPR}:#d sk §
FE LA 1 2% /ELECTRICAL PARAMETER ¢ UL 1569 AWG26 Y G (AR JalREL) VS. Jigd% 75 1n)
— EXCITING SEQUENCE (TWO PHESES)
5 B f/STEP ANGLE 1.8° +5% VS. DIRECTION OF ROTATION
M #/NO. OF PHASES 2
AU5E HLU/RATED VOLTAGE 1.5V STp | A+ | B+ | oA~ | B | ¥
i€ HLIfL/RATED CURRENT 1A
1 + + - -
AL FH/RESTSTANCE 1. 50hm+10%  AT25°C
PINI PIN5 CW 9 _ R R _ CCW
i Jg/INDUCTANCE 0.4mH#20% AT 1kHz, 1Vrms
{5 /756 /HOLDING TORQUE 60mN. m 10004% ¥ A g fih 2% Hi 28 e 3 - - + +
&7 15/ (AT 7pps> : (——u,k/wm\' " : S Fe| 1 2 |3 4 5 67| 819 4 N ~ ~ N
RUNNING TORQUE (AT —PPS ——V.DC, ——A/AH (PHASE), —— /4/EX o
LT ) ‘/DIELECTRIC STRENTH I/ o - X | Ay | BAZ INC] BB | BB INCINC OV JOND
S 4 I 500V A.C 1 MINUTE - - Ly . R
%% i fH/ INSULATION RESISTANCE 100M Q BA_E/MIN, 1N N S I S I N N M2 % [ N 7 1)
— - - CLOCKWISE VIEW FROM MOUTING SIDE
20455525 / INSULATION CLASS CLASS B
& Tt /TEMPERATURE RISE 80K MAX.
7458 /ROTOR INERTIA 9g. cn?
# 5 /WEIGHT #J/APPROX. 1207%/g
FOYF4h 17 4%k /ALLOVABLE THRUST LOAD  |3N CONFIRMED&ACCEPTED BY CUTOMER
FVFAZ 1A 74 /ALLOWABLE RADIAL LOAD |20N (hisiti /ON THE SHAFT END) CEPIRINS
. . COMPANY CHOP&SIGNATURE
JEATFAELIR E /OPERATION AMBIENT TEMP. [-20°C——+50°C (i 4%
IEATIAEL I /OPERATION AMBIENT HUM. [15%——90%
# #/LIFE 5000/t /HOURS
%43 /NOTE) : ez +0.3/+3 fk [ | RS N it &3k NOTE| REV.| A
L. A% HAT,  PMIF] B /AT RATED CURRENT, TWO PHASES ON. o L1 1 — - |
2. FAPHYE:  HUNL 723 TEB4 B4R TEHAER b, HUNLE B Wiomim A e HL )k, OPPS L # 5 /MODEL THIRD ANGLE
/MEASURED BY RESISTANCE METHOD. MOUNT WITH ALUMINUM HEAT SINK 84%84%T5 1t /DESIGNED SCALE PROJECTTON
AT IWO‘WINDING BE EXCITED BY RATED VOLTAGE, OPPS, 2PHASE ON. ——
3. F AR BB, BT N500PPS, il K F 2 T A 70° C Hhr - 28A006ED @-El’
LIFE TEST CONDITION:2PHASE EXCITING, FULL STEP, AT 500PPS. STARTING PULSE, %/ CHECKED UNIT
BEARING TEMPERATURE SHOULD BE 70° C MAX. A Ve N N — T
TRYIBAREDL AR A IR 2 7 | | 111




	图纸2
	工程图视图1
	工程图视图2


