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EXCITATION SEQUENCE(TWO PHESES)
VS. DIRECTION OF ROTATION

BINDER PLUG

# B ffi/STEP ANGLE 1.8° +5% Pin 1 2 3 4 5 6
A H/NO. OF PHASES 2 Definition| A+ | A- | Bt B- | NC | NC STEP | A+ | B+ | A~ | B |}
#U7€ /I /RATED VOLTAGE 4.3V Color | RED | BLUE | GREEN | BLACK |BLACK|BLACK | L
U5E HLI/RATED CURRENT 5. 0A CW cCw
i FH/RESTSTANCE 0.860hm+10%  AT25°C CHl 2 - + + -
=}

H J&/ INDUCTANCE 3. 47mH +20% AT 1kHz, 1Vrms PIN15 PINI1 3 - - + +
RFFJ75E/HOLDING TORQUE 4.0N.m S | = 4 N - - N
BT 75/ (AT —PPS) ——1J)_F/MIN ‘ o
RUNNING TORQUE (AT —PPS) (——V.DC, ——A/#H (PHASE) , ——A1filfid/EX) f M\ 22 B T B A T
#3247t J: /DIELECTRIC STRENTH 500V A.C 1434h/MINUTE PINS PINI CLOCKWISE VIEJV\J FROM MOUTING SIDE
2% HiFH/INSULATION RESISTANCE 100M Q BA_F/MIN. 100028 56 Hi 4 g 28 H 28 5 X
#2544/ INSULATION CLASS CLASS B Pin 1 9 3 11 12 13
IR FE 1 F/TEMPERATURE RISE 80K MAX. Definition | EA+ |vee | oxp | EB+ EB- FA-
LT TL/ROTOR INERTIA 880g. cn® Color | BROWN | RED | BLUE | GREEN | YELLOW | wHITE
i &/WETGHT #/APPROX. 205052 /g CONPIRIEDUACCEPTED BY CUTOMER

Iep oY
FOVF4 1) 47 % /ALLOWABLE  THRUST LOAD  |5N PR

N . COMPANY CHOP&SIGNATURE

SOV 1) 1% /ALLOWABLE RADIAL LOAD  |30N (ihiiii/ON THE SHAFT END) (GEEEA)
JE4T FREERE /OPERATION AMBIENT TEMP. [-20°C——+50°C
JEATIFEEIEE /OPERATION AMBIENT HUM. |15%——90%

%V /NOTE) - hs xo.3/43° | Wk | # A A | AEES ENEE it Lo NOTE| REV.| A
1. € Hidf, WikHIFIIESE /AT RATED CURRENT, TWO PHASES ON. TULPRANCE REV. | DATE ] BCRNO. REVISIONS il — |

2 APHIE: HUNLZERETESAxSAxTS I AEHT |, FNLLL Pl 42 LR, OPPS HLfs1 = /MODEL R ek
JMEASURED BY RESTSTANCE METHOD. MOUNT WITH ALUMINUM HEAT SINK 84#84%T5 it /DESTGNED % -1‘] %P SCALE PROJECTION
AT TWO WINDING BE EXCITED BY RATED VOLTAGE, OPPS, 2PHASE ON.

3 A AR Bel, JE AT H500PPS, HIRIAF HT EARILT0° C wipr [ 60 AM4OED—HG El—@

LIFE TEST CONDITION:Z2PHASE EXCITING, FULL STEP, AT 500PPS. STARTING PULSE, UNIT

BEARING TEMPERATURE SHOULD BE 70° C MAX.

1% /CHECKED | —
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